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Secure remote connection to the Dynalite System
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PDDEG-S

Secure remote connection to the Dynalite System

* System supervisory functions (3 2 7 L B G #46E) * Powerful custom task engine (h 2 & L& 27T )
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ICEY, A—H—FEBARL—YavERRY - RSV a—U VI EEE * Web server and app access (F—/X—& 77U ~DT 7+t )
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Multiple integration options (88 oFa4 7> 2 ) . .
* Secure connection to Dynalite controllers

TCP/UDP, IPV4/IPv6, 1=F ¥ X /L FF ¥ X/ 7O—-FFr 2k, (Dynaliteﬂ VRO — S AR )

Dynetl, Dynet2, Fidelio, BACnet, &' [FF X k&1 F U DFHEE]
R bhaLEYE—FLET, ABICEEOY S Yy MEEYR— F $ AT4E, DDBC320-DALIX**’DDRC-GRMS-Ex &, |mA25EDA —HY v FE#Fa > b
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Flexible connectivity options (#7447~ 2 »)
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216 mm (8.50 in) 64 mm (2.52in)

PDDEG-S Ethernet Gateway — Supervisor Specification Sheet
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Specifications
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PDDEG-S
Ethernet Gateway - Supervisor

. Physical

Electrical \ 0 Dimensions (5% H X W X D) 95 X 216 X 64 mm

Supply Type (BIR% 1 7) Sl Packed Weight (R EE) 0.45kg

Supply Voltage (& BIE) 27TVAC  onstruction (HEEE) AU 5 — 8 %A FEDINL — L4 — 2 (12unit)

Supply Current (HH& ) 250mA Communication Ports GBS — F) 1 X RJ45

Dynet DC Output Voltage (Dynet DCHH I EE) 12V 1X6HM0 77 VA VinT

Dynet DC Output Current (Dynet DCH 71 E7R) 300mA Communication Terminal Conductor Size (B{EixHFH 4 X)  2.5mni(#12 AWG)(Max)

IEC Overvoltage Category (IECBEBEHT T Y —) Il Supply Terminals (&1 F) 3X VT
Supply Terminal Conductor Size (#tfaimF Bk A X) 5mm (#10AWG)(Max)

Control

Communication Ports (BfS — ) 17RS-485 Environment3¢%

A —H 3 v b X1(10/100 baseT)

Supported Protocols (X$f& 7°A b 3L) Dynet Operating Temperature (BN {F)RE) 0° ~50°C(32° ~122° F)
TCP/IP (IPv4,IPv6) -

BACnet Storage/Transport Temperature ({#7%/E1X) -25° ~70°C(-13° ~158° F)

Dry Contact Inputs ( K 5 A 2 AH) 1 (AUX) Relative Humidity (1E342 ) 0~90%

User Input (Z—%—AA) IXHY—ERZRA v F

IEC Pollution Degree (IEC;EFE) Il

Indicators ({ > ¥4 — & —) 1xH—EXLED
1 X Bluetooth
LED 1 X 3%
Ethernet LED 1 X
Cloud LED

Conpliance
Certification (E2IE)

CE, RCM, UL/cUL, FCC, UKCA, RoHS,
CAN ICES-3(B)/NMB-3(B)

BACnetfit & ICIEEBINZ 1 £ ¥ 2D BETT,
MOKBNRESAKE T,
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Electrical
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SELV / Class 2 (UL)
Ordering Codes
Product 12NC
PDDEG-S 913703027409
BACnet License
PDDEG-S BACnet 100point license SW913703370509
PDDEG-S BACnet 1K point license SW913703370609
PDDEG-S BACnet 5K point license SW913703370709
PDDEG-S BACnet 10K point license SW913703370809
E
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